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CERVOSLIDE

Cervoslide Synchronized Undermount Runners

|

With 3D Locking Device!
\

DESCRIPTION
\

- Load capacity: 40kg
 Finish: Zinc plated

r Length: 250-600mm, full extension

- Silent system guarantees smooth run without noise

I 3D adjustment, up & down:0-2.5mm, side:* depth: 0-3mm)

\
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CERVOSLIDE

Cervoslide Partial Extension Undermount Runners
With Locking Device

SPACE REQUIREMENT

Installation Dimensions(mm)
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DESCRIPTION
- Load capacity: 25kg Screw Positions of the Slides(mm) Installation Dimensions(mm)
- Finish: Zinc plated
- Length: 250-600mm LW=Internal Cabinet Width
- Partial extension
- Drawer up & down adjustment: 0~+3MM SKW=LW-42
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CERVOSLIDE

Cervoslide Wirebasket Undermount Runners

DESCRIPTION

| Load capacity: 40kg
r Finish: Zinc plated

- Length: 500 mm full extension
r Silent system guarantees smooth run without noise
\
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ASSEMBLY AND ADJUSTMENT

Cervoslide Synchronized Undermount Runners Q
With 3D Locking Device

99

Drawer Assembly with 3D Adjustment Locking Device Drawer Assembly with 2D Adjustment Locking Device

Fix the slide onto the cabinet. Move out the adjusting part and fix the locking device onto the drawer bottom. Fix the slide onto the cabinet. Fix the locking device onto the drawer bottom.
Put the adjusting part back and tighten the screws.

Drawer Assembly with 3D Adjustment Locking Device Drawer Assembly with 2D Adjustment Locking Device

Lay the drawer bottom onto the slide then push the drawer into the cabinet. Lay the drawer bottom onto the slide then push the drawer into the cabinet.

Adjustment Adjustment

Up&down adjustment Side adjustment Depth adjustment Up&down adjustment Side adjustment
Removal Removal
Pull-out Pull-out
Hold the
handle
For removal, hold the handle and pull out the drawer. For removal, hold the handle and pull out the drawer.
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ASSEMBLY AND ADJUSTMENT

Cervoslide Partial Extension Undermount Slides

Drawer Assembly with Locking Device

Fix the slide onto the cabinet. Fix the locking device onto the drawer bottom.

Removal with Locking Device

Pull-out

Hold the
handle

For removal, hold the handle and pull out the drawer.

Drawer Assembly with Peg

e

Fix the slide onto the cabinet. Pull out the drawer member of the slide from the
cabinet, lay the drawer onto the slide.

Removal with Peg

For removal, pull out the locking pin from the drawer side. Lift the drawer
and pull it out from the cabinet.
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Lay the drawer bottom onto the slide then push the
drawer into the cabinet.

Press the locking pin into the drawer side to lock the
position of the drawer.
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